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N  143 Cloth Tape
PRODUCT DESCRIPTION

Cloth Tape is constructed of a composite material based on polyethylene and yarn fibres. Coated with high 
viscosity natural rubber adhesive, it has the advantages of strong tack, tensile rating, grease and corrosion 
resistance, and exceptional waterproof properties.

PHYSICAL PROPERTIES

Total Thickness  300µm
Tensile Strength  78N
Adhesive Type  Natural Rubber

Elongation  10%
Peeling Adhesion 13N / 25mm

• Mainly used for pipe bandaging, sand blasting protection, heavy binding, fixing, and DIY, etc.
• The surface to which the tape is applied must be clean, dry, free of grease, oil or other contaminants.

APPLICATION INFORMATION

Storage  Tape performance is guaranteed within the first 12 months. Product must be kept in
   its original box and in a dry atmosphere away from direct sunlight.
Storage Temp  10oC – 30oC
Application Temp -10oC – 60oC

STORAGE & TEMPERATURE CONDITIONS

Note: The following technical information and data should be considered representative or typical only.

* Tolerances: Thickness +/- 5um; Width +/- 1mmAVAILABLE SIZES & COLOURS

SIZE ROLLS / CARTON

12mm x 25m 144

18mm x 25m 96

24mm x 25m 72

36mm x 25m 48

48mm x 25m 36

72mm x 25m 24

100mm x 25m 18

Colours

        Red

        Dark Blue

        Light Blue

        Pink

        Green

        Drab Green

        Yellow

        Brown

        Silver

        Beige

        Black

        White

        Black / Yellow striped


