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T E C H N I C A L  I N F O R M A T I O N

ADHESIVE TAPES

oN  500 Clear PP
Stationery Tape

PRODUCT DESCRIPTION

No. 500 Stationery Tape is a transparent biaxially orientated PP adhesive tape with a hot melt (synthetic rubber) 
adhesive. It offers high initial tack with excellent tensile strength.

PHYSICAL PROPERTIES

Total Thickness  41um
Film Thickness  25um
Tensile Strength 60N/25mm

Adhesive Type  Hot Melt (Synthetic Rubber)
Elongation  105%
Adhesion to Steel 9N/25mm

• Used for all stationery and general tape applications in offices, warehouses, dispatch facilities, commercial
  and retail settings.
• Strong initial tack and good lasting strength to carry out functions such as wrapping, repairs and carton/
  general sealing.
• Can be used in benchtop and hand dispensers, hand strapper dispensers and definite length automated
  dispensers.

APPLICATION INFORMATION

Storage  Tape performance is guaranteed within the first 12 months. Product must be kept in
   its original box and in a dry atmosphere away from direct sunlight.
Storage Temp  5oC – 50oC
Application Temp  5°C – 60oC

STORAGE & TEMPERATURE CONDITIONS

Note: The following technical information and data should be considered representative or typical only.

* Tolerances: Thickness +/- 2um; Width +/- 1mmAVAILABLE SIZES & COLOURS

ROLLS /
SLEEVE

ROLLS /
CARTON

CARTONS /
PALLET

ROLLS /
PALLETORDERING CODE VENUS CODE WIDTH METERAGE THICKNESS COLOURDESCRIPTION

12 144 120 17 28012mm 66m 41mic ClearA2756612 No.500 Stationery Clear PP Tape

8 96 120 11 52018mm 66m 41mic ClearA2756618 No.500 Stationery Clear PP Tape

6 72 120 8 64024mm 66m 41mic ClearA2756624 No.500 Stationery Clear PP Tape


