
WARNING: All data in this brochure is provided as a guide only and should not be used in writing specifications. Purchasers should test any product 
offered herein to determine suitability for their particular purpose.

      555 Church Street, Richmond, Vic. 3121, Australia            (03) 9428 1652           venus@venuspack.com.au            www.venuspack.com.au

T E C H N I C A L  I N F O R M A T I O N

ADHESIVE TAPES

20C Clear PVC Tape
PRODUCT DESCRIPTION

20C Clear PVC Tape is a printable carton sealing PVC tape. It has good adhesion even on recycled cartons and 
excellent tack, as well as long lasting adhesion. It has an unplastified clear PVC film backing and a natural rubber 
and hydrocarbon resin adhesive.

PHYSICAL PROPERTIES

Total Thickness  50–51µm
Film Thickness  32–33µm
Tensile Strength  47N/cm

Adhesive Type  Natural Rubber
Elongation at Break 60%
Peel Adhesion  2.4N/cm

• Suitable for manual dispenser applications, bag neck sealing, general packaging, and product identification.
• Transparent and can be read through for label protection.
• No noise with silent and easy unwinding.
• Once applied, ideal for storage in extreme temperature conditions and high moisture environments.

APPLICATION INFORMATION

* Tolerances: Thickness +/- 2um; Width +/- 1mmAVAILABLE SIZES & COLOURS

CODE SIZE ROLLS / CARTON

A176609 9mm x 66m 192

A1716612 12mm x 66m 144

A1716619 19mm x 66m 96

A1716625 25mm x 66m 72

A1716638 38mm x 66m 48

A1716650 48mm x 66m 36

A1716675 75mm x 66m 24

Storage  Tape performance is guaranteed within the first 12 months. Product must be kept in
   its original box and in a dry atmosphere away from direct sunlight.
Application Temp 10oC – 45oC

STORAGE & TEMPERATURE CONDITIONS

Note: The following technical information and data should be considered representative or typical only.


