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T E C H N I C A L  I N F O R M A T I O N

ADHESIVE TAPES

oN  314TE Duct Tape
PRODUCT DESCRIPTION

No. 314TE is a plasticised PVC duct tape with natural rubber adhesive and a matte finish. It has high adhesive 
strength and conformability to irregular surfaces. It can be stretched easily without breaking, making it ideal for 
sealing.

PHYSICAL PROPERTIES

Total Thickness  130µm
Tensile Strength  26N/cm
Unwinding Forced 2N/cm

Adhesive Type  Natural Rubber
Elongation  240%
Peel Adhesion  2N/cm

• Ideal for pipe wrapping, air-conditioning duct joining, and sealing.
• Applicable for heavy duty packaging.
• Excellent insulating properties.
• Fire retardant.

APPLICATION INFORMATION

Storage  Tape performance is guaranteed within the first 12 months. Product must be kept in
   its original box and in a dry atmosphere away from direct sunlight.

STORAGE & TEMPERATURE CONDITIONS

Note: The following technical information and data should be considered representative or typical only.

* Tolerances: Thickness +/- 2um; Width +/- 1mmAVAILABLE SIZES & COLOURS

CODE SIZE ROLLS / CARTON COLOUR

A7283049 48mm x 30m 60 Silver

A7283073 72mm x 30m 36 Silver

A7283149 48mm x 30m 60 Black

A7283173 72mm x 30m 36 Black


