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T E C H N I C A L  I N F O R M A T I O N

ADHESIVE TAPES

oN  70 Water
Activated Tape

PRODUCT DESCRIPTION

No. 70 is a water-activated paper tape crafted from kraft paper and coated with starch adhesive, gaining its 
adhesive properties when activated by water. This tape is theft-proof, non-warping, writable, printable, and 
offers various other characteristics. 100% recyclable & biodegradable.

PHYSICAL PROPERTIES

Total Thickness  120µm
Tensile Strength  MD – 175N/25mm
   CD  – 55N/25mm 

Adhesive Type  Starch Adhesive
Backing  70g/m2 kraft paper
Colour   Natural Kraft

• Sealing cartons against dust, covering carton lettering, and sealing and packaging various types of boards.
• Used for sealing both the top and bottom of cartons with a two-strip method.
• Effective for sealing recycled cartons and non-unitized loads.
• Sustainable and efficient packaging experience.

APPLICATION INFORMATION

Storage  Tape performance is guaranteed within the first 12 months. Product must be kept in
   its original box and in a dry atmosphere away from direct sunlight.

STORAGE & TEMPERATURE CONDITIONS

Note: The following technical information and data should be considered representative or typical only.

* Tolerances: Thickness +/- 2um; Width +/- 1mmAVAILABLE SIZES & COLOURS

ROLLS /
CARTON

CARTONS /
PALLET

ROLLS /
PALLETORDERING CODE VENUS CODE PAPER CORE WIDTH LENGTHDESCRIPTION

12 126 1 51276mm 48mm 100mA8071048 No.70 Water Activated Tape

12 105 1 26076mm 60mm 100mA8071060 No.70 Water Activated Tape

10 105 1 05076mm 70mm 100mA8071070 No.70 Water Activated Tape


