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T E C H N I C A L  I N F O R M A T I O N

ADHESIVE TAPES

VH50 Double 
Sided Tape

PRODUCT DESCRIPTION

No. 50 is a non-woven tissue based double-sided fabric tape. It has a synthetic rubber adhesive and double-
sided silicone paper lining. Great lamination to foams, cardboard, and metal. Comes in a natural colour.

PHYSICAL PROPERTIES

Total Thickness  100µm
Tensile Strength  25N/cm

Adhesive Type  Synthetic Rubber
Peel Adhesion  10N/cm

• Suitable for lightweight mounting, fixing, laminating, holding, and splicing.
• Can be used in general flooring applications.
• Excellent adhesion and good adaptability on different surfaces and shapes.
• Easy and clean removal.
• Hand tearable.

APPLICATION INFORMATION

* Tolerances: Thickness +/- 2um; Width +/- 1mmAVAILABLE SIZES & COLOURS

CODE SIZE ROLLS / CARTON

A7513012 12mm x 30m 72/96

A7512019 19mm x 30m 64

A7513025 25mm x 30m 48

A7513038 38mm x 30m 30

A7513050 50mm x 30m 24

Storage  Tape performance is guaranteed within the first 12 months. Product must be kept in
   its original box and in a dry atmosphere away from direct sunlight.
Application Temp 15oC – 25oC

STORAGE & TEMPERATURE CONDITIONS

Note: The following technical information and data should be considered representative or typical only.


