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T E C H N I C A L  I N F O R M A T I O N

ADHESIVE TAPES

VH87 PP
Strapping Tape

PRODUCT DESCRIPTION

VH87 is a non-stretch general purpose strapping tape with polypropylene film coating and an aggressive 
pressure sensitive rubber adhesive. It is ideal for securing pallets and cartons, preventing any separation during 
transit.

PHYSICAL PROPERTIES

Total Thickness  72µm
Film Thickness  50µm
Tensile Strength  150N/cm

Adhesive Type  Synthetic Rubber
Elongation at Break 55%
Peel Adhesion  6N/cm

• Suitable for reinforcing, bundling, and palletizing.
• Can be used as a quick solution for bundling large loose items such as pipes and wires, where a minor residue 
  is not an issue.
• Excellent adhesion and tack.
• High tensile strength.

APPLICATION INFORMATION

* Tolerances: Thickness +/- 2um; Width +/- 1mmAVAILABLE SIZES & COLOURS

CODE SIZE ROLLS / CARTON COLOUR

A6116612 12mm x 66m 144 Black

A6116619 19mm x 66m 96 Black

A6186612 12mm x 66m 144 Orange

A6186619 19mm x 66m 96 Orange

A6116625 19mm x 66m 72 Black

A6119912 12mm x 100m 144 Clear

A6119919 19mm x 100m 96 Clear

A6119925 25mm x 100m 72 Clear

Storage  Tape performance is guaranteed within the first 12 months. Product must be kept in
   its original box and in a dry atmosphere away from direct sunlight.

STORAGE & TEMPERATURE CONDITIONS

Note: The following technical information and data should be considered representative or typical only.


